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Conclusions: Our results in discs suggest that comparable 
positional repeatability could be achieved on MR-sim to that 
in real RT-treatment as previously revealed by CT. More 
importantly, we illustrated on MR-sim, for the first time, that 
organ at risk like PG could present pronounced inter-scan 
positional variability, suggesting the potential merit of MR-
sim to visualize soft tissue for inter-fraction positional 
verification in head and neck radiotherapy to reduce toxicity.  
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Purpose/Objective: Segmentation of organs at risk (OAR) in 
male pelvis is critical for planning prostate cancer 
radiotherapy. Our aim was to segment OAR of male pelvis 
(i.e. femoral heads, bladder and rectum) on MRI or CT 
images, using a 3D semi-automatic method based on a 
superpixel algorithm. 
Materials and Methods: The initial step consists in uniformly 
positioning K seeds on the image to be segmented. These 
seeds are expanded over the image by aggregating similar 
neighboring pixels forming so-called superpixels through an 
Eikonal-based region growing clustering algorithm. Then, an 
adjacency graph is calculated from these superpixels. The 
user selects several superpixels belonging to each OAR to be 
segmented, so that the corresponding nodes in the adjacency 
graph are labelled. The final segmentation is obtained by 
carrying out a graph diffusion. The influence on segmentation 
results of the number (K) of superpixels has been assessed 
with Dice Indices (DI) on 7 MRI and 8 CT patients' data with 
respective sizes of 320×320×20 and 512×512×148 pixels. The 
gold standard was the segmentation performed by an 
experienced radiation oncologist. The intra-user 
reproducibility has been evaluated and our results have been 
compared with those previously published using other 
segmentation algorithms on CT (Met1 [Thörnqvist, Acta Oncol, 
2010], Met2 [Acosta, Prostate Cancer Imaging, 2010] and Met3 
[Huyskens, Radiother & Oncol, 2009]), and MRI (Met4 
[Dowling, Prostate Cancer Imaging, 2010]). 
Results: The segmentation of all OARs took about five 
minutes per patient. For both image modalities and the 3 
OARs, the DI increased with K to reach a plateau at K=300 for 
MRI and K=500 for CT. Under these conditions, the results 
were DIMRI = 82.3% ± 0.8% and DICT = 88.6% ± 2.8% for the 
femoral heads, DIMRI = 60.8% ± 10% and DICT = 92.1% ± 3.3% for 
the bladder, and DIMRI = 72.3% ± 6.6% and DICT = 73.8% ± 3.1% 
for the rectum. The worst results were obtained for the 
bladder on MRI images, since the radiation oncologist 
contoured the external side of the bladder wall and our 
method delineated the inner side. Our method gave good 
intra-user reproducibility results: DI on MRI and CT are 97.2% 
± 1.8% and 93.1% ± 3.5% (femoral heads), 93.2% ± 5.5% and 
93.2% ± 4.9% (bladder), and 86.8% ± 10.2% and 89% ± 10.2% 
(rectum), respectively. For MRI, our method gave better 
results than Met4 using an atlas, for the segmentation of 
rectum, but not for segmentation of femoral heads and 
bladder with DIMRI(Met4) values of 89.0% ± 1.0% (femoral 
heads), 64.0% ± 18% (bladder), and 65.0% ± 2.0% (rectum). On 
CT images, our method consistently yielded the best results 
when compared with the 3 other methods (Met1,2,3). 
Conclusions: Our method based on superpixels provides an 
interactive, fast and efficient segmentation of male pelvis 
OARs on MRI and CT. A future work will be to use the 
segmented bladder and rectum to automatically delineate 
the prostate.  
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Purpose/Objective: To describe an independent 
methodology of determining Gantry/Ring angular positions 
using the on-board orthogonal fluoroscopy system of the Vero 
machine. The method was applied to determine the 
